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WARNING: Use of this product may void your car’s warranty.  The purchaser is 
responsible for correct installation or finding a responsible installer.  DEJON is only 
responsible for defects in materials and workmanship of its products and replacement of 
such defective products. Your car may need other modifications to safely handle higher 
than stock boost.  Higher boost pressures mean higher intake air temperatures and can 
cause DETONATION which can result in MAJOR ENGINE DAMAGE.  
 
CIP-SS  COMPRESSOR INTAKE PIPE INSTALLATION INSTRUCTIONS  
 
Removal  of the factory air box 
1. Remove the two 10mm hex bolts holding the intercooler piping to the black support brackets 
on either side of the factory air box. 

   
2. Remove the two 10mm hex bolts holding the intercooler pipes to the front black support 
brackets at the front edge of the hood.  Loosen the 10mm nut holding the black bracket so it can 
swivel out of the way 
3. Remove the ‘T’-bolt clamp holding the rubber elbow onto the right aluminum intake pipe  and 
pull the rubber hose off the IC pipe. 

    
4. Disconnect the wiring harness connector from the MAS sensor located on the round tube of 
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the air-box top.  Loosen the worm drive clamp holding the air box top to the lower plastic intake 
pipe (which goes to the turbo inlet). 
5.  Pop the six air-box clamps and remove the air-box top and air filter. 
6. Remove the 10m hex bolt holding the front of the air-box to the bumper. 

   
7. Using a torx driver or bit remove the two torx screws, one at each side of the air-box which 
hold the air-box to the black support brackets (over the radiator ends). 
8. Lower the hood about 8 inches and remove the lower air-box section. 
9. Replace the four 10mm bolts holding the IC pipes to the black brackets. Re-assemble the right 
side IC hose to the compressor outlet elbow.  
 
CIP - MAS Assembly 
1. Loosen the two screws holding the MAS to the factory air box upper half. 

   
2. Carefully remove the MAS and insert it into the CIP‘s rectangular flange.  Carefully tighten 
the screws, making sure that the MAS bracket has the same clearance at each end. It does not fit 
flush with the CIP’s flange, but the rubber seal should be compressed. 
3. Assemble the air filter onto the opposite end of the CIP. 
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Installation 
 

 
1. Attach the black bar to the right side factory air-box mounting bracket, using the M6 bolt and 
washer.   
2. Set the CIP in position under the hood. 
3. Insert the MAS end into the plastic factory intake lower section.  Attach the CIP to the black 
mounting bracket with the other M6 bolt and washer.  
4. Tighten the hose clamp and reconnect the wiring harness. 
 
Driving.  Upon cold engine starts, you will hear much more noise as the ECU resets everything 
at fast idle.  As the rpm drops to normal, it will quiet down considerably.  When accelerating, you 
will hear much more sound from inrushing air and upon deceleration  you’ll hear the CBV(BOV) 
venting. 
 
 
 
 
 
 
 
 
 
 
 


